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SPEAKER PACKAGES

5800.876.3333 • 800.765.3435 (Fax)

AFFORDABLE EXCELLENCE
Use Atlas Sound’s new cost effective, 8" diameter, multi-purpose,
loudspeaker packages for high quality music reproduction or paging 
in any commercial, retail, industrial, or institutional application.

SD SERIES FEATURES
• 8" 10oz. Dual Cone Speaker With Factory Assembled High 

Quality 25V/70.7V Transformer Provides Familiar Response
and Performance

• Choose Speaker/Transformer Only Or Complete Assembly With 
Attractive CRS White Powder Coat Baffle Available With Optional 
Center Mounted Volume Control

• All models individually packaged for stocking and ordering conveniennce

SD72 dimensions match Atlas Sound model C10AT72.
SD72W(V) matches dimensions of Atlas Sound “D” & “HV” series 
(62-8 Style Baffle).
Models are designed to work with a wide variety of standard Atlas
Sound tile bridges & enclosures

F
E

A
T

U
R

E
D

 
P

R
O

D
U

C
T

S

GD SERIES FEATURES
• 8" Coaxial, 16 watt, Loudspeaker Offers Proven Performance with 

Extended High Frequency Response
• Factory Assembled High Quality 8 Watt 70.7V Transformer
• Choose Speaker/Transformer Only Or Complete Assembly With 

Attractive CRS White Powder Coat Baffle
• All models individually packaged for stocking and ordering conveniennce

GD87 driver dimensions match Atlas Sound model C803AT87.
The GD87W utilizes a 62-8 Style Baffle.
Models are designed to work with a wide variety of standard Atlas
Sound tile bridges & enclosures

GD87

rear of SD72

See Page 20 for more information
on SD and GD items

GD87W

rear of GD87

SD72WVSD72W SD72W 
center mounted
volume control

SD72



TE SERIES TRIPOD MIC STANDS
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THE MUSICIAN’S CHOICE
Atlas Sound’s next generation of Musician Series tripods are 
lightweight, styled stands that offer the fit and feel of tripods costing
considerably more. 
TE-E is an all-purpose tripod. The full height stand extends from 37"
to 65" and includes an all-new three-piece clutch design with a highly
durable metal clutch barrel. Tripod legs attach to a metal retainer
assembly that includes a thumbscrew/brake system to provide
secure positioning and prevent tube marring. Tube assemblies are
durable CRS construction terminated in the industry standard 5⁄8" - 27
thread pattern. Satin ebony (E) finish. 51⁄2 lbs.
Versatile, low-cost BE-E boom features adjustable-length positioning
for extended mic range applications. The two-piece boom extends
24"-39". Includes a molded plastic handle, metal swivel clamp with
protective rubber insert, and an easy-grip knob for vertical alignment.
Adjustment for the main and extension boom includes a thumbscrew
/brake system to provide secure positioning and prevent tube mar-
ring. Tube assemblies are manufactured of CRS and terminate in
standard 5⁄8" - 27 thread pattern. Satin ebony (E) finish. 2 lbs.
TEB-E tripod/boom combination features the BE-E removable,
telescopic boom to provide microphone extension from 24" to 39". 
It includes a molded plastic handle, metal swivel clamp with protec-
tive rubber inserts and an easy-grip knob for vertical alignment.
Adjustment for the main and extension boom include a thumb-
screw/brake system to provide secure positioning and prevent tube
marring. Tube assemblies are manufactured of CRS and terminate in
the standard 5⁄8" - 27 thread pattern. Satin ebony (E) finish. 71⁄2 lbs.

FEATURES
• All new models redesigned for better durability
• Full height of 65" allows for various microphone stand application

requirements
• Easy-locking legs tighten with a single motion for fast set-up and

tear down
• New three-piece clutch has protective insert for secure scratch-

free positioning
• Clutch barrel constructed of die-cast metal
• Tripod leg attachment cup constructed of die-cast metal

(not plastic!)
• “Brake” mechanism on all adjustment points offers secure positioning

—eliminates tube marring
• New and improved model BE-E telescopic boom included with

TEB-E package

THE PERFORMER’S CHOICE
Designed for easy transportability, set-up and tear down, the new
heavy-duty Model SS500E aluminum speaker stand weighs a mere 
7 lbs. and supports up to 150 lbs! Additionally, the stand folds to a
minimal 53" making it a great portable stand for use in churches,
schools, and theaters. Height adjusts from 54" to 85" for versatile
positioning and support of sound, monitor, and control equipment.
The SS500E is equipped with a positive clamping system complete
with a safety support pin to assure safe, slip-free support of elevated
equipment. Vertical tube assembly contains 11⁄2" and 13⁄8" tubing.
Clutch mechanism includes a protective insert for scratch-free height
adjustment. Legs are double braced and include heavy-duty rubber
feet for extra stability. Universal platform style top adapter.
Model SSA-7 (available separately) is offered to mount a variety of
equipment sizes that do not include tripod sockets. Material is mold-
ed plastic in satin ebony (E) finish.

FEATURES
• Heavy-duty aluminum speaker stand weighing 7 lbs. supports up

to 150 lbs.
• Folds to a minimal 53" for convenient transport
• Height adjusts from 54" to 85" for vertical flexibility
• Positive clamping system features a safety support pin for extra safety

TEB-E

TE-E

SS500E
SSA-7

SS500E SPEAKER STAND
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BE-E

See page 104 for more information

See page 104 for more information



4" & 6" SPEAKERS—SUGGESTED COMBINATIONS
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GOOD QUALITY
4" PRE-ASSEMBLED BAFFLE, 
LOUDSPEAKER AND TRANSFORMER
B51-4 – FC104 speaker with T72 Xfmr and 51-4

GOOD QUALITY 
COMBINATIONS AS SHOWN ABOVE PLUS
E-Z MOUNT LOUDSPEAKER FEATURE
EZB51-4 – FC104 speaker with T72 Xfmr and T51-4 Grille

BETTER QUALITY
4" SPEAKER TRANSFORMER PACKAGE
WITH AN E-Z MOUNT ENCLOSURE
FC104T47 – FC104 speaker with 70.7V-4W xfmr
51-4 – White Grille
EZ96-4– Easy-Mount Enclosure

BETTER QUALITY
4" COMBINATIONS AS SHOWN ABOVE
WITH PRE-MOUNTED BAFFLE/SPEAKER/
TRANSFORMER
BT720-4-T47 – FC104 speaker with 70.7V-4W xfmr
EZE410 – Easy-Mount Enclosure



4" & 6" SPEAKERS—SUGGESTED COMBINATIONS
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PREMIUM QUALITY
4" MUSIC & PAGING
FA134T87 – Strategy Series® coaxial speakers with 70.7V-4W xfmr
FA720-4 – Strategy Series white fine-mesh grille
FA97-4 – Strategy Series 75⁄8"D enclosure with mounting clamps
FA81-4 – Tile bridge

Also available in a convenient factory assembled package:
FAP134T87-720

BETTER QUALITY
6" MUSIC & PAGING
FA116T72 – Strategy Series® full-range speaker with 25/70.7V-4W xfmr
FA51-6 – Strategy Series grille
FA95-6 – Strategy Series 61⁄8" D enclosure withmounting clamps
FA81-6 – Tile bridge

PREMIUM QUALITY
6" MUSIC & PAGING
FA136T87 – Strategy Series® coaxial speaker with 70.7V-8W xfmr
FA720-6 – Strategy Series white fine-mesh grille
FA97-6 – Strategy Series 75⁄8" D enclosure with mounting clamps
FA81-6 – Tile bridge

Also available in a convenient factory assembled package:
FAP136T87-720



8" SPEAKERS—SUGGESTED COMBINATIONS
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BASIC QUALITY
8" EZ MOUNT PRE-ASSEMBLED BAFFLE,
LOUDSPEAKER AND TRANSFORMER
EZFD72W – Loudspeaker with 25/70.7V-4W Xfmr W/white EZ grille

BASIC QUALITY
8" PRE-ASSEMBLED TORSION MOUNT
BAFFLE, LOUDSPEAKER AND TRANS-
FORMER PLUS BRIDGE
TFD72WC – Loudspeaker with 25/70.7V-4W Xfmr, 
T62-8 white EZ grille
81-8S – T-bar bridge

BASIC QUALITY
8" PRE-ASSEMBLED TORSION MOUNT
BAFFLE, LOUDSPEAKER AND TRANS-
FORMER PLUS EZ MOUNT ENCLOSURE
TFD72WC– Loudspeaker with 25/70.7V-4W Xfmr, 
T62-8 white EZ grille
EZ95-8 – Enclosure

GOOD QUALITY
8" EZ MOUNT PRE-ASSEMBLED BAFFLE,
LOUDSPEAKER AND TRANSFORMER
EZHD72W – Loudspeaker with 25/70.7V-4W Xfmr with 
T51-8 white EZ grille

GOOD QUALITY
8" PRE-ASSEMBLED BAFFLE,
LOUDSPEAKER AND TRANSFORMER
HD72W – Loudspeaker with 25/70.7V-4W Xfmr with 
T51-8 white EZ grille
CS95-8 – Enclosure
81-8R – T-bar bridge

GOOD QUALITY
8" PRE-ASSEMBLED BAFFLE,
LOUDSPEAKER AND TRANSFORMER
PLUS EZ MOUNT ENCLOSURE
THD72WC – Loudspeaker with 25/70.7V-4W Xfmr, 
T62-8 white EZ grille
EZ95-8 – Enclosure



8" SPEAKERS—SUGGESTED COMBINATIONS
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BETTER QUALITY
8" TORSION MOUNT PAGING AND MUSIC
C803AT47 – Coaxial speaker with 70.7V-4W xfmr
T51-8 – Torsion baffle
T95-8 – Enclosure
81-8R – Tile bridge

BETTER QUALITY
8" TORSION MOUNT PAGING AND MUSIC
C803AT47 – Coaxial speaker with 70.7V-4W xfmr
T62-8 – Torsion baffle
T95-8 – Enclosure
81-8R – Tile bridge

PREMIUM QUALITY
8" MUSIC & PAGING
FA138T87 – Strategy Series® coaxial speakers with 70.7V-4W xfmr
FA720-8 – Strategy Series white fine-mesh grille
FA97-8 – Strategy Series 75⁄8" D enclosure with mounting clips
FA81-8 – Tile bridge



STRATEGY SERIES® II LOUDSPEAKERS
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2ND GENERATION STRATEGY SERIES II SPEAKER SYSTEMS
MAINTAIN LEGENDARY PERFORMANCE WITH ENHANCED
• Extended low frequency response from the optimally tuned and ported deep drawn galvanized

steel enclosure. (285 cubic inches FAP42T, 475 cubic inches FAP62T)
• Easy installation in drop tile or sheetrock ceilings via C-ring/V-rail tile bridge and “dog leg”

mounting system (Included)
• Front mounted tap selector switch for easy system tuning adjustments
• Unique “trap door” input section allows for through conduit runs with rigid or flex conduit.
• 4 Pole detachable “Phoenix” style connector allows easy pre-wiring and is convenient for daisy

chaining additional Strategy Series II full range speakers or subwoofers
• “Press fit” grille blends better into contemporary architecture. 
• Enhanced quality 70.7V/100V internal transformers minimize insertion loss and maintain low frequency 

response while providing increased output for higher SPL applications
• UL Listing Pending

General Description

The new Strategy Series II premium 70.7/100V tuned & ported coaxial ceiling speaker packages will
satisfy the needs of owners, architects, contractors, and consultants by delivering true, high fidelity
sound reproduction in an attractive and easy-to-install system. These High performance systems are
perfectly suited for many business music and public address applications. Compact profile enclo-
sures and wide dispersion make the FAP42T & FAP62T a perfect choice for low ceilings.
The loudspeaker’s components match the performance of the legendary Atlas Sound Strategy
Series II FA Series.
High quality construction of the 1" voice coil cone type drivers include polypropylene cones with a
butyl rubber surround. The19mm coaxially mounted tweeter is constructed of durable PEI. The high
sensitivity of the loudspeaker means less power may be required to achieve the desired SPL. The
loudspeakers are factory assembled to an optimally tuned & ported deep drawn enclosure and
include a specially designed low saturation 70.7V/100V transformer. A convenient front mounted
switch allows tap selection without the need to remove the speaker from the ceiling. Uniquely
designed “easy access” input panel design allows for “thru” conduit runs using flexible or rigid con-
duit. A detachable Phoenix style locking four-pole connector provides for easy daisy chain wiring to
other full range loudspeakers or Atlas Sound FASUB70 subwoofers. Attractive press-fit grille better
matches contemporary architecture.
Mounting is simplified with Strategy Series II style “dog leg” tabs that allow easy installation into
drop tile or drywall ceilings with provided tile bridge assembly.The tile bridge consists of (2) triangu-
lar formed mounting rails and a c-ring assembly.
The c-ring can be attached to the rails with the screws provided to extend support to the t-bar grid
in suspended ceiling applications. Multiple hole locations are provided to allow the c-ring to be posi-
tioned all the way to the outer edge the tile if necessary.
For existing dry-wall applications the tile bridge c-ring and support rails can be inserted into the hole
cut for the enclosure. For easy positioning the “V” shaped support rails match the shape of the C-
ring tabs for easy maneuvering and location when working “blindly” above the deck.
For new construction drywall ceiling applications, an optional trim ring is available. This unit provides
a marked location for drywall installers to cut around essentially reserving the desired location in the
ceiling until final installation of loudspeaker. Mounting holes are provided to accommodate 16" or 24"
OC stud/joist mounting.
Use model FAP42-TR new construction ring for model FAP42T.
Use model FAP62-TR new construction ring for model FAP62T.
A support ring is also provided on the top of the enclosure to facilitate an auxiliary support cable.
Each of the new Strategy Series II packages contains two speaker/transformer/enclosure assem-
blies, along with two grilles and tile bridges.

FAP42-TR

PERFORMANCE SPECIFICATIONS BY MODEL
MODEL SPKR SENSITIVITY XFMR TRANSFORMER ENCLOSURE SYS FREQ CUT-OUT

TAPS VOLUME RESP ±5dB DIMENSION
FAP42T FA134 88dB Avg/ 16 Watt 1,2,4,8 & 16 Watts 285 Cubic In. 65 Hz to 20 kHz 8.9" (226mm)

92dB Peak @ 70.7/100V
FAP62T FA136 88dB Avg/ 32 Watt 1,2,4,8,16 & 32 Watts 475 Cubic In. 55 Hz to 20 kHz10.9" (277mm)

91dB Peak @ 70.7V/100V

C-Ring/V-Rail
Mounting System

FAP42T

FAP62T



Atlas Sound has also addressed retrofit and “division of labor” installations with new “motor
board” versions of the Strategy Series II :
Model FAP42T-6MB is the entire 4" speaker/transformer/selector switch/front plate assembly found
in the FAP42T assembly. The footprint of the FAP42T-6MB is identical to a standard FA series 6"
speaker component. This footprint allows the motor board to fit into all current Strategy Series II 6"
enclosures in the exact same manor as a regular 6" FA speaker.
Model FAP62T-8MB is the entire 6" speaker/transformer/selector switch/front plate assembly found
in the FAP62T assembly. The footprint of the FAP62T-8MB is identical to a standard FA series 8"
speaker component. This footprint allows the motor board to fit into all current Strategy Series II 8"
enclosures in the exact same manor as a regular 8" FA speaker.

FASUB70
In recent years, there has been a shift in market demand for commercial sound systems to deliver
higher fidelity sound. Retail, restaurant and hospitality settings are finding that their customers are
expecting the quality of their shopping or dining experience to be enhanced by music reproduced at
nearly the same level of sound quality they have come to expect in their home theaters and car
stereos. Business owners now realize that the excitement caused by a quality audio system can
turn into increased customer satisfaction. The FASUB70, when used in conjunction with other Atlas
Sound full-range speakers, provides great sounding background/foreground music reproduction suit-
able to these applications.
• Tuned & ported, long excursion 8" subwoofer system produces amazing extended low frequency 

response in any 70.7V ceiling speaker system
• High efficiency, passive crossover network eliminates the need for dedicated amplification & 

active crossover
• Low crossover point greatly reduces localization (ability of listener to identify the subwoofer location)
• Easy installation in drop tile or sheetrock ceilings via C-ring/V-rail tile bridge and dog leg mounting 

system (included)
• Uniquely designed, “easy access” input panel design allows for thru conduit runs using flexible 

or rigid conduit
• Detachable, Phoenix style, locking, four-pole connector provides for easy daisy chain wiring
• Attractive, stud mount grille matches aesthetics of other Atlas Sound FA Series
• UL listing pending

STRATEGY SERIES® II “MOTOR BOARD” ASSEMBLIES

17800.876.3333 • 800.765.3435 (Fax)
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FASUB70

Installed with Grille

Installed without Grille

FASub70

Model Speaker Sensitivity Transformer Transformer Taps Matches Enclosure
FAP42T-6MB FA134 88dB Avg/92dB Peak 16 Watt @ 70.7/100V 1,2,4,8 & 16 Watts FA95-6, FA97-6
FAP62T-8MB FA136 88dB Avg/91dB Peak 32 Watt @ 70.7V/100V 1,2,4,8,16 & 32 Watts FA95-8, FA97-8

FASUB70 SPECIFICATIONS
Woofer Size 8" (203mm)
Transformer Taps at 70.7V 7.5W, 15W,30W, 60W
Power Handling  (transformer limited) 200 Watts Peak, 100 Watts RMS
Sensitivity (1W/1M) 89dB Average
Frequency Response 45Hz to 120Hz(±10dB), 55Hz to 100Hz(±6dB)
Dispersion Omni
Low Pass filter Two Pole Design 12dB/Octave @ 120 Hz
Magnet Weight Nominal, 20 oz. (580g)
VC Diameter 1"
VC Material Copper
VC Former Material Kapton
Cut-out diameter 131⁄4" (337 mm)
Dimensions 1211⁄16" (323mm)H x 14" (356mm)Dia.
Weight 141⁄2lbs (6.57kg)

FAP62T-8MB
Shown in FA97-8 Enclosure, with

FA720-8 Grille and FA81-8 Tile Bridge

FA-TRSUB
C-Ring/V-Rail

Mounting System



8"  System

FA138
+ FA720-8
+ FA97-8

4" System

FA134
+ FA720-4 
+ FA97-4

6" System

FA136
+ FA720-6 
+ FA97-6

STRATEGY SERIES® LOUDSPEAKERS
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General Description. Strategy Series loudspeaker systems (U.S. Patent #5206464) uniquely com-
bine full-frequency response, cost-efficiency, aesthetics, and easy installation into one complete
assembly. Strategy Series systems are offered in 4", 6" and 8" sizes enabling owners, architects,
contractors, and consultants to meet varying sound system requirements. UL 1480 listed for general
signaling (non-fire) when used in combination with UL listed enclosures and baffles. For UL
Classified fire-rated versions see page 48.

PRE-ASSEMBLED STRATEGY SERIES
The Strategy Series speaker packages are designed for the contractor who wants to install
premium-quality, state-of-the-art products, in a simple to order, simple to install package. The
speaker and back can come pre-assembled–simply take them out of the box and install! Each
package contains  2-tile bridges, 2-attractive 720 series grilles and 2-speaker/can assemblies.
70.7 Volt versions include the highly efficient HT87 8 watt transformer pre wired and terminat-
ed to a BX box. Also available in 8 ohm.

STRATEGY SERIES SYSTEM COMPONENTS
• Loudspeakers. Choose from 4", 6" and 8" coaxial or full-range models.
• Enclosures. Easy-to-install, front-loading enclosures secure with adjustable clamps.
• Grilles. Architecturally pleasing grilles push-mount for easy, hardware-free installation.
• Mounting Accessories. Choose tile bridge, plaster/mounting ring or rough-in trim ring.

STRATEGY SERIES LOUDSPEAKERS
FA134/FA114 — 4" Loudspeakers. Strategy Series 4” loudspeakers are ideal for low-ceiling, low-
profile applications where high-fidelity and broad dispersion are required. The FA134 is the industry’s
first UL listed coaxial 4” loudspeaker. It features a polypropylene cone with a SBR surround, a ?”
post-mounted dome tweeter, and a 10 oz. magnet to handle 25 watts with excellent low frequency
reproduction and smooth extended response. Model FA114 is a 10 watt, full-range loudspeaker
equipped with a paper cone and 10 oz. magnet.

FA136/FA116 — 6" Loudspeakers. The six-inch Strategy Series loudspeakers combine the high
performance of an eight-inch loudspeaker with the wide-dispersion of a four-inch. Coaxial 50 watt
model FA136 delivers excellent fidelity and response. Unit is UL listed and features a polypropylene
cone woofer, 14 oz. magnet, SBR surround, and a ?” post-mounted dome tweeter with PEI
diaphragm for outstanding weather-resistant performance. Full-range Model FA116 is a 25 watt loud-
speaker comprised of a 6” driver, weather-resistant dual paper cones, half-rolled polyether foam sur-
round, and 10 oz. ceramic magnet.

FA138/FA118 — 8" Loudspeakers. High-performance and extended sound pressure levels make
the Strategy Series 8” loudspeakers ideal for prestigious venues or high/vaulted-ceiling applications.
The 100 watt, FA138 is Atlas-Sound’s premium 8” coaxial loudspeaker. It is UL listed and incorpo-
rates a polypropylene cone woofer, a SBR surround, a 11⁄2” vented KaptonÆ voice coil, a 21 oz.
magnet, and a 3/4” PEI dome tweeter for clean and powerful weather-resistant performance. The
full-range, 25 watt, FA118 includes an 8” driver, a self-edge weather-resistant dual paper cone and a
10 oz. magnet.

PERFORMANCE SPECIFICATIONS BY SYSTEM (Measured in FA97 Series enclosure)
MODEL FREQ. RESP. IMPEDANCE (NOM.) POWER RATING SENSITIVITY (1W/1M)
FA114 150 Hz-17 kHz 8 Ohm 10 Watts 89.6dB Avg./94dB Peak
FA134 110 Hz-20 kHz 8 Ohm 25 Watts 88dB Avg./92dB Peak
FA116 90 Hz-20 kHz 8 Ohm 25 Watts 89.6dB Avg./94dB Peak
FA136 80 Hz-20 kHz 8 Ohm 50 Watts 88dB Avg./91dB Peak
FA118 80 Hz-18 kHz 8 Ohm 25 Watts 95dB Avg./98.5 Peak
FA138 75 Hz-20 kHz 8 Ohm 100 Watts 89.5dB Avg./93dB Peak

Pre-Assembled
Strategy Series Packages

R

ULC US LISTED

MODEL SPEAKER POWER XFMR ENCLOSURE BAFFLE TILE BRIDGE
FAP134T87-720 FA134 25 Watts HT87 FA97-4 FA720-4 FA81-4
FAP136T87-720 FA136 50 Watts HT87 FA97-6 FA720-6 FA81-6
FAP138T87-720 FA138 100 Watts HT87 FA97-8 FA720-8 FA81-8
FAP134-720 FA134 25 Watts 8 Ohm FA97-4 FA720-4 FA81-4
FAP136-720 FA136 50 Watts 8 Ohm FA97-6 FA720-6 FA81-6
FAP138-720 FA138 100 Watts 8 Ohm FA97-8 FA720-8 FA81-8



LOUDSPEAKER SPECIFICATIONS
MODEL XFMR XFMR PRI *DIS- MAG. V.C. CROSS
SPKR-XFMR VOLTS TAPS SIZE TYPE PERSION WEIGHT DIA. OVER
FA114 — —
FA114T72 25/70.7V .5, 1, 2, 4 4" Full 135° 10 oz. 1" NA

(102mm) Range (264g) (25mm)
FA134 — — LF: 4"
FA134T47 70.7 (25) .5, 1, 2, 4 (102mm) Coaxial 130° 10 oz. 1" 8 kHz
FA134T87 70.7 1, 2, 4, 8 HF: 1⁄2" (264g) (25mm)

(13mm)
FA116 — —
FA116T72 25/70.7V .5, 1, 2, 4 6" Full 130° 10 oz. 1" NA
FA116T100 100V .5, 1, 2, 5 (152mm) Range (264g) (25mm)
FA136 — — LF: 6"
FA136T47 70.7 (25) .5, 1, 2, 4 (152mm) Coaxial 130° 14 oz. 1" 5 kHz
FA136T87 70.7 1, 2, 4, 8 HF: 1⁄2" (398g) (25mm)
FA136T810 100V 1, 2, 4, 8 (13mm)
FA118 — —
FA118T72 25/70.7V .5, 1, 2, 4 8" Full 100° 10 oz. 1" NA

(203mm) Range (264g) (25mm)
FA138 — — LF: 8"
FA138T47 70.7 (25) .5, 1, 2, 4 (203mm) Coaxial 110° 21 oz. 1.5" 3.4 kHz
FA138T87 70.7 1, 2, 4, 8 HF: 1⁄2" (580g) (38mm)
FA138T167 70.7 4, 8, 16 (13mm)
FA138T327 70.7 4, 8, 16

STRATEGY SERIES® LOUDSPEAKERS

19800.876.3333 • 800.765.3435 (Fax)
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Kevlar® is a Registered Trademark of E.I. Du Pont De Nemours and Company. * Measured in FA97 Series Enclosure.

R

General signaling (1480 non-fire) includes all speaker/transformer combinations (except models with HT-82) when used with a
UL listed enclosure and baffle. UL classified versions for use in FR Series fire-rated systems are shown on page 34.

STRATEGY SERIES ENCLOSURES
FA97 Series/FA95 Series. Acoustically matched and treated backboxes allow Strategy Series loud-
speakers to perform with optimum resonance-free operation. Standard units include three, easy-to-
adjust clamps that rotate and secure with a screwdriver into ceilings up to 11⁄4" thick. They may also
be installed by conventional screw mounting if desired. Models are offered in 4", 6" and 8" sizes in
volume and economy versions. Volume Model Series FA97 and Economy Model Series FA95 are 22-
gauge CRS, undercoated and equipped with four threaded loudspeaker inserts and three grille-stud
receptacles. Both are finished in black epoxy. FA97 Series is lined with 5⁄16" thick high-density
acoustic batting for superior full-range music performance.

* When ordering, suffix model with system size — ie: FA95NK-4 ** (NK) = Models Without Knockouts
*** FA97 Series only is recommended for use with coaxial speaker series FA134, FA136, and FA138

STRATEGY SERIES GRILLES
FA51/FA170/FA720/FA730. Choose from round Model Series FA51, FA720, FA730 and unique
square Model Series FA170 to provide a clean and hardware-free appearance. All grilles are
equipped with three, welded and serrated studs for push-on installation to Strategy Series enclo-
sures or mounting rings. Suffix model with (-4), (-6) or (-8) to match system components.

*  When ordering, suffix model with system size — ie: FA51-4.

Enclosures are UL 1480 general signaling listed and accepted under UL 2043 for use in air handling “plenum” spaces.

FA95-6

FA730-6 FA720-6

FA51-6 FA170-6

FA97-6

RECESSED ENCLOSURE DIMENSIONS BY SYSTEM*
FA95(NK)** FA97***(NK)**

SYSTEM ENCL. ENCL. FLANGE INTERNAL ENCL. ENCL. FLANGE INTER
NAL
SIZE DIA. DEPTH DIA. VOLUME DIA. DEPTH DIA. VOLUME
4" 53⁄8" 61⁄8" 79⁄16" 53⁄8" 75⁄8" 79⁄16"

(137mm) (156mm) (192mm) .08 ft3 (137mm) (194mm) (192mm) .10 ft3

6" 7" 61⁄8" 93⁄8" 7" 75⁄8" 93⁄8"
(178mm) (156mm) (238mm) .14 ft3 (178mm) (194mm) (238mm) .17 ft3

8" 81⁄2" 61⁄8" 107⁄8" 81⁄2" 75⁄8" 107⁄8"
(216mm) (156mm) (276mm) .20 ft3 (216mm) (194mm) (276mm) .25 ft3

FA116                   FA136

FA114T72                 FA134  

FA118T72                  FA138
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ULC US LISTED

R

ULC US LISTED

GRILLE GRILLE DIMENSIONS BY SYSTEM*
MODEL 4" 6" 8"

FA51 77⁄8" Dia. x 5⁄16"  Proj. (216 x 8mm) 95⁄8" Dia. x 5⁄16" Proj. (245 x 8mm) 111⁄8" Dia. x 5⁄16" Proj. (283 x 8mm)
FA170 93⁄4" SQ. x 5⁄16"  Proj. (248 x 8mm) 101⁄8" SQ. x 5⁄16" Proj. (257 x 8mm) 111⁄4" SQ. x 5⁄16" Proj. (286 x 8mm)

FA720 77⁄8" Dia. x 5⁄16" Proj. (216 x 8mm) 95⁄8" Dia. x 5⁄16" Proj. (245 x 8mm) 111⁄8" Dia. x 5⁄16" Proj. (283 x 8mm)

FA730 77⁄8" Dia. x 1⁄2" Proj. (216 x 13mm) 95⁄8" Dia. x 1⁄2" Proj. (245 x 13mm) 111⁄8" Dia. x 1⁄2" Proj. (283 x 13mm)



STRATEGY SERIES® LOUDSPEAKER (CON’T)
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STRATEGY SERIES MOUNTING ACCESSORIES (OPTIONAL)
FA81-4/FA81-6/FA81-8. Tile bridges are designed to prevent ceiling tile sag by distributing the loud-
speaker assembly weight to the ceiling’s support members. Model Series FA81 is offered in 4", 6"
and 8" sizes and accepts both the FA95 Series and FA97 Series enclosures. It also mounts the FAPR
Series plaster/mounting rings. Models are constructed of 24-gauge electro-galvanized steel.

FAPR-4/FAPR-6/FAPR-8. Plaster/mounting rings are used to mount Strategy Series 4", 6" and 8"
loudspeakers into ceilings and walls for applications where a backbox cannot be used, or where it is
not desired. (NOTE: The mounting configuration of Strategy Series requires that an enclosure or
plaster mounting ring be used to mount both the loudspeaker and the grille). Units are constructed
with the same internal mounting flange as Series FA95 and FA97 enclosures to accommodate ceil-
ing/wall thickness up to 11⁄4". Rings may be used to mount non-transformer equipped loudspeaker
models into walls having a min. depth of 31⁄2" and transformer-equipped models into walls with a
minimum depth of 51⁄8" (measured from the front of the mounting surface to the rear of the inside
mounting area). Series FAPR is constructed of 20-gauge CRS and finished in textured black epoxy. 
It is equipped with four threaded inserts for loudspeaker installation and three stud receptacles for
mounting Strategy Series series Series grilles. Cut out dimensions are; FAPR-4 – 61⁄2" (163mm)/FAPR-6
– 815⁄16" (227mm) FAPR-8 – 93⁄4" (248mm).

FA-TR4/FA-TR6/FA-TR8. Trim ring/rough-in brackets are offered in three sizes to allow for easy
installation of enclosures or plaster/mounting rings for Strategy Series 4", 6" and 8" loudspeakers in
walls or ceilings. Units install prior to drywall installation and serve as a pattern cut-out for the dry-
wall contractor. This time-saving step identifies pre-wire location, expediting installation. Trim ring
mounting ears span 255⁄8" W and will accommodate 3⁄8" to 11⁄4" thick drywall. Mounting holes are pro-
vided to match both 16" and 24" stud centers. Finish is black epoxy.

FAMT-6. Mounting ring/adapter for retrofit applications allows a 6" cone or horn loudspeaker to
mount an 8" enclosure and/or baffle.

NEW SPEAKER PACKAGES SD & GD
Use Atlas Sound’s new cost effective, 8" diameter, multi-purpose, loudspeaker packages for high
quality music reproduction or paging in any commercial, retail, industrial or institutional application.
SD72 Features

• 8" 10oz Dual Cone Speaker
• Factory Assembled High Quality 25V/70.7V Transformer
• Provides Familiar Response & Performance

GD87 Features

• 8" Coaxial, 16 watt, Loudspeaker Offers Proven Performance with Extended High 
Frequency Response

• Factory Assembled High Quality 8 watt 70.7V Transformer

Both models are designed to work with a wide variety of standard Atlas Sound 
tile bridges & enclosures:

SD72 Dimensions match Atlas Sound model C10AT72
GD87 Dimensions match Atlas Sound model C803AT87
All models individually packaged for stocking and ordering convenience

FAPR-6

FA81-8

FA-TR6

Model XFMR Primary Insertion Speaker Magnet Sensitivity Freq Resp
Taps (Watts) Loss Type Weight 1W/1M (±5dB)

SD72 25V/70V .25,.5,1,2 & 5 1.5dB 8" Dual Cone 10 oz(260g) 97dB 65Hz to 20 kHz
GD87 70.7V 1,2,4 & 8 .6dB 8" Coaxial 10 oz(260g) 98dB 60Hz to 20 kHz\

DIMENSIONS
MODEL CUT-OUT LENGTH WIDTH DEPTH
FA81-4 61⁄2" (163mm) 235⁄8" (600mm) 141⁄8" (359mm) 1⁄4" (6mm)
FA81-6 81⁄8" (206mm) 235⁄8" (600mm) 141⁄8" (359mm) 1⁄4" (6mm)
FA81-8 93⁄4" (248mm) 235⁄8" (600mm) 141⁄8" (359mm) 1⁄4" (6mm)

SD72

GD87

8" AND 12" LOUDSPEAKER DRIVERS

FAMT-6


